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12.32 PSX-120 Multi-Target Source - Target Change

1. Purpose
The purpose of this procedure is to define the sequence of activities required to change the
target in the PSX-120 Multi-Target Source.
2. Responsibilities
It is the responsibility of the person or persons executing this procedure to observe all safety
rules
3. Prerequisites
3.1 Tandem Operator training the person or persons executing this procedure shall have all
formal training required of a TVDG Operator.
4. Precautions
None
S. Procedure
5.1 Turn down the boiler and the tube heater.
5.2 Turn down the ionizer.
53 Turn the Cs Accel control to zero.
5.4 Close the LE gate valve.
5.5 Close the NII cryo valve.
5.6  Verify that the Diffusion Pump Valve is open. This valve shall remain open during the
use of the PSX-120 Multi-Target Source.
5.7 Verify that 60 PSI air pressure exists at the regulator for the source (located on the
Preaccel Deck).
5.8  To Change A Target (If only selecting a target, proceed to 5.9)
5.8.1 Unscrew the target holder from the threaded rod.
5.8.2  Move the holder back to notch 2.
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5.8.3 Deactivate the air switch to release the target.
5.8.4 Pull the holder back to notch 1.

5.8.5 Select another target remembering to release target wheel tab before moving the
wheel.

5.9 To Select A Target
5.9.1 Push the target holder in to notch 2.
5.9.2 Activate the air switch.
5.9.3 Push the target holder into the threaded rod and screw it in to the stop.

5.9.4 When the vacuum is stable, open cryo valve to NII.

6. Documentation
None
7. References
None
8. Attachments
None
C-A-OPM 12.32 (Y) 3 Revision 00

August 6, 2002



	Text Pages 2 through 3

